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1.  SECTION 1: IDENTIFICATION OF THE SUBSTANCE/MIXTURE AND OF THE 

COMPANY/UNDERTAKING 

1.1. Product identifier 

 
Trade name: Air conditioner cleaner in aerosol packing, trademarks: SUPROTEC A-PROHIM, 

NANOPROTEC A-PROHIM, ATOMIUM A-PROHIM 

 
Applicable to products: Car ventilation and air conditioner cleaner SA-365  

Desinfecting spray Сonditioner cleaner 
Air conditioning cleaner 

 ЕС number: None 
 Registration number (REACH): Not included 
 Index number: None 

 CAS number: None 

1.2. Relevant identified uses of the substance or mixture and uses advised against 
 Identified uses The product is designed for disinfection and removal of odours from ventilation, 

heating and air conditioning systems in the car interior, prevention of bacterial 
infections, viral and fungus diseases. 
It neutralizes unpleasant odours, does not damage or stain the fabric. 
The cleaner has a degreasing action, facilitates and accelerates the removal of 
greasy and pigmenting contaminants (including old ones) on the treated 
surfaces. 

 Uses advised against: Do not direct the air jet to open flames and heating appliances. Do not blow on 
aerosol packaging. Do not treat the surface with a temperature above 300 °C (at 
industrial use).  

1.3. Details of the supplier of the safety data sheet 
 Company name: Limited Liability Company “Scientific-Production Trading Company “SUPROTEC 

EU s.r.o. 
 Company address:  Czech Republic, Kubánské náměstí 1391/11 (Garden Eleven), Praha 10, 10000 
 Мanufactured by order of 

SUPROTEC EU s.r.o: 
Limited Liability Company "Himpromproyect Ltd" 188508, Leningradskaya region, 
Lomonosov district, Russia 

 Contact name Dmitry Tsyplyaev, +420 601 124 211 (+ WhatsApp) 
 Phone / Fax: + (420) 217 217 777  
 Email info@atomium.eu 

1.4 Emergency telephone number 

 
Information on emergency 
response: 

112 (European Union),  
112 and 911 (the United States of America, Canada) 

 Other information: English transcription of product name: Air conditioner cleaner 
 

2.  SECTION 2: HAZARDS IDENTIFICATIONS 

2.1. Classification of the substance or mixture 

 
Classification according to 
Regulation (EC) No 1272/2008 
(CLP) 

Aerosols, hazard category 1; H222, H229 
Specific target organ toxicity - single exposure, hazard category 3 (narcosis); 
H336 

 Additional information: For full text of Hazard- and EU Hazard-statements: see SECTION 16. 
2.2. Label elements 

 Hazard pictograms: 

  
GHS02 GHS07 

 

 Signal word: DANGER 
 Hazard statements: H222: Extremely flammable aerosol; 

H229: Pressurised container: May burst if heated; 
H336: May cause drowsiness or dizziness; 

 Precautionary statements: PREVENTION: 
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P210: Keep away from heat, hot surfaces, sparks, open flames and other ignition 
sources. No smoking; 
P211: Do not spray on an open flame or other ignition source; 
P251: Do not pierce or burn, even after use; 
P261: Avoid breathing mist/vapours/spray; 
P271: Use only outdoors or in a well-ventilated area; 
RESPONSE: 
P304 + P340: IF INHALED: Remove person to fresh air and keep comfortable for 
breathing; 
P312: Call a doctor if you feel unwell; 
STORAGE: 
P410 + P412: Protect from sunlight. Do not expose to temperatures exceeding 
50°C; 
P403 + P233: Store in a well-ventilated place. Keep container tightly closed; 
P405: Store locked up; 
DISPOSAL: 
P501: Dispose of contents and container in accordance with local and national 
regulation. 

 Supplemental Hazard 
information (EU) 

EUH066: Repeated exposure may cause skin dryness or cracking. 

2.3. Other hazards 
 Product doesn’t meet the criteria for PBT or vPvB according to Regulation (EC) No. 1907/2006 (Annex XIII). 
 Products in the conditions of a developing fire are dangerous because of the possibility of explosion of the aerosol 

packaging (bottles) due to the pressure increase inside the aerosol package during heating and wall strength 
decrease at high temperature.  

 
 
 
 
 
 

3.  SECTION 3: COMPOSITION/INFORMATION ON INGREDIENTS 

3.1. Substances 
 Not applicable. 

3.2. Mixtures 

Substance name Substance identity 
Classification according to 

Regulation (EC) No 
1272/2008 (CLP) 

Weight % 
content (or 

range) 
Propan-2-ol Index: 603-117-00-0 

REACH: 01-2119457558-25 
EC: 200-661-7 
CAS: 67-63-0 

Flam. Liq. 2; H225 
Eye Irrit. 2; H319 

STOT SE 3; H336 

˂ 60 

Biphenyl-2-ol 
 

Index: - 
REACH: - 
EC: 201-993-5 
CAS: 90-43-7 

Skin Irrit. 2; H315  
Eye Irrit. 2; H319  
STOT SE 3; H335  

Aquatic Acute 1; H400 

˂ 1 

Eucalyptus globulus, ext. Index: - 
REACH: - 
EC: 201-993-5 
CAS: 90-43-7 

Flam. Liq. 3; H226 
Asp. Tox. 1; H304 
Skin Irrit. 2; H315 

Skin Sens. 1; H317 
Aquatic Chronic 2; H411 

˂ 1 

Propellant gas (propane/butane/ 
isobutane mixture), containing: 

  >30 

- propane Index: 601-003-00-5 
REACH: 01-2119486944-21 
EC: 200-827-9 
CAS: 74-98-6 

Press. Gas 
Flam. Gas 1; H220 

- butane Index: 601-004-00-0 
REACH: 01-2119474691-32 
EC: 203-448-7 
CAS: 106-97-8 

Press. Gas 
Flam. Gas 1; H220 

- isobutane Index: 601-004-00-0 Press. Gas 
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REACH: 01-2119485395-27 
EC: 200-857-2 
CAS: 75-28-5 

Flam. Gas 1; H220 

 

4.  SECTION 4: FIRST AID MEASURES 

4.1. Description of first aid measures 

 

General notes: When working with aerosol packaging, personal safety measures should be 
followed; do not allow them to be mechanically deformed, overheated, destroyed, 
and leaked. In the aerosol valve, the possibility of accidental triggering should be 
excluded. First aid for mild poisoning is not required. In case of the excitement use   
valerian drops; with a sharp weakening of breathing use the artificial respiration. 

 Following inhalation: Remove victim to fresh air. Rinse mouth with water.  
 Following skin contact: Wash with running water with soap for at least 15 minutes.  
 Following eye contact: Wash with running water for at least 15 minutes. If necessary, seek medical attention. 

 
Following ingestion: Rinse the mouth with water, drink plenty of water, take activated charcoal, saline 

purgative. Do not induce vomiting! If necessary, seek medical attention.  

 
Self-protection of the first 
aider 

Wear appropriate personal protective equipment (PPE) as specified in SECTION 8. 

4.2. Most important symptoms and effects, both acute and delayed 
 Inhalation: Weakness, headache, dizziness, sore throat, cough, feeling of intoxication, dystaxia 

and impaired respiratory rhythm. 
 Skin contact: Dry skin, sloughing, redness. 
 Eye contact: Lacrimation. 
 Ingestion: Nausea, vomiting, abdominal pain; In severe cases - convulsions, loss of 

consciousness. 
4.3. Indication of any immediate medical attention and special treatment needed 

 Notes for the doctor: Treat symptomatically. 
 Special treatment: No specific treatment. 

 

5.  SECTION 5: FIREFIGHTING MEASURES 

5.1. Extinguishing media 
 Suitable extinguishing media: Water spray, dry chemical powder, foam, carbon dioxide. 

 
Unsuitable extinguishing 
media: 

Full water jet. 

5.2. Special hazards arising from the substance or mixture 
 Fire and explosion hazard Extremely flammable aerosol. Contains pressurized gas: may burst if heated above 

50°C 
 Hazardous combustion 

products 
Carbon dioxide, carbon monoxide. 

5.3. Advice for firefighters 
 Special protective actions for 

fire-fighters 
If possible, remove the undamaged transport packaging with products from the fire 
zone in compliance with the precautionary measures. Do not approach the 
remaining containers. The pressure in the aerosol package increases due to the 
heat by external source of heat, which can lead to their rupture, accompanied by a 
strong ejection of the contents and possible flight of fragments. In oxygen-rich 
atmosphere the flammable substances become more dangerous (they light up more 
easily, have a greater combustion efficiency, etc.).  
In case of fire in warehouses and in transport containers, the flame should be 
extinguished in a gas mask and protective clothing. The need for evacuation in an 
emergency area is determined based on the local evacuation plan. 
Aerosol package located in the fire zone should be irrigated abundantly with water 
at the maximum distance from the shelter in order to avoid their heating and rupture. 

 Special protective 
equipment for fire-fighters 

Wear full protective clothing conforming to EN 469 and self-contained breathing 
apparatus (SCBA) with a full face-piece operated in positive pressure mode. Wear 
other appropriate protective equipment as conditions warrant (see SECTION 8). 
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6.  SECTION 6: ACCIDENTAL RELEASE MEASURES 

6.1. Personal precautions, protective equipment and emergency procedures 
 Protective equipment Wear appropriate personal protective equipment (PPE) as specified in SECTION 8. 

 

Emergency procedures Avoid contact with skin, eyes and clothing. Provide adequate ventilation. Stay 
upwind. In case of large spillages, alert occupants in downwind areas. Keep non-
involved personnel away from the area of spillage. Alert emergency personnel. 
Except in case of small spillages, the feasibility of any actions should always be 
assessed and advised, if possible, by a trained, competent person in charge of 
managing the emergency. Eliminate all ignition sources if safe to do so (e.g. 
electricity, sparks, fires, flares). 

 
For emergency responders Ensure procedures and training for emergency decontamination and disposal are in 

place. Wear appropriate personal protective equipment (PPE) as specified in 
SECTION 8. 

6.2. Environmental precautions 
 Environmental precautions Avoid contact of spilt product with soil and prevent runoff entering surface 

waterways. Spilt product should not be allowed to enter a sewer because of the 
possibility of an explosion. Inform the relevant authorities if the product has caused 
environmental pollution (sewers, waterways, soil or air). 

6.3. Methods and material for containment and cleaning up 
 For containment Stop or contain leak at the source if safe to do so. Dike far ahead of spill; use dry 

sand to contain the flow of material. Absorb with earth, sand or other non-
combustible material and transfer to containers for later disposal. Prevent entry to 
sewers and public waters. Ventilate affected area. 

 For cleaning up Absorb spilled product with suitable non-combustible materials. Collect free 
product with suitable means. Collect recovered product and other contaminated 
materials in suitable containers for recycle, recovery or safe disposal. In case of 
soil contamination, remove contaminated soil for remediation or disposal, in 
accordance with local regulations. 

6.4. Reference to other sections 
  Concerning exposure limits and personal protective equipment to use, see 

SECTION 8. Concerning disposal elimination after cleaning, see SECTION 13. 
 

7.  SECTION 7: HANDLING AND STORAGE 

7.1. Precautions for safe handling 

 

Protective measures: Handle in an enclosed, controlled process. Use only with adequate ventilation. 
Wear appropriate respirator when ventilation is inadequate. Avoid contact with 
eyes, skin and clothing. Avoid breathing vapors or spray mist. Use only with 
adequate ventilation. Do not ingest. 

 

- Measures to prevent fire: Keep away from open flames, hot surfaces and sources of ignition. Take 
precautionary measures against electrostatic discharges. To avoid fire or 
explosion, dissipate static electricity during transfer by grounding and bonding 
containers and equipment before transferring material. Use only non-sparking tools 
and equipment, especially when opening and closing containers. 

 
- Measures to protect the 
environment: 

Avoid release to the environment. 

 
Advice on general 
occupational hygiene: 

Keep away from food and beverages. Do not eat, drink or smoke while using this 
product. Change contaminated clothing and shoes and wash it before reuse. Wash 
hands before and at the end of work 

7.2. Conditions for safe storage, including any incompatibilities 
 Technical measures and 

storage conditions: 
Store in a well-ventilated place at temperatures between 8ºС and 28ºC away from 
direct sunlight and heating appliances. Keep only in the original container. Keep 
containers tightly closed and properly labelled. Empty containers may contain 
combustible product residues. Do not weld, solder, drill, cut or incinerate empty 
containers, unless they have been properly cleaned. 

 Packaging materials: Aluminium aerosol cans and aluminum bottles. 
7.3. Specific end uses 

 Recommendations See SECTION 1.2. 
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   8.  SECTION 8: EXPOSURE CONTROLS/PERSONAL PROTECTION 

8.1. Control parameters  

 
Occupational exposure limits No Occupational Exposure Limit assigned. Components with occupational 

exposure limit requiring monitoring. 
Country Limit value - Eight hours Limit value - Short term Legal basis 

ppm mg/m³ ppm mg/m³  
SUBSTANCE: Propan-2-ol 
CAS NO. 67-63-0 
United Kingdom 400 999 500 1250 EH40 

 

 Biological limit values Not established 
 DNELs  

SUBSTANCE: Propan-2-ol 
CAS NO. 67-63-0 

Route of 
exposure 

Workers Consumers 
Acute 
effect 
local 

Acute 
effects 

systemic 

Chronic 
effects 
local 

Chronic 
effects 

systemic 

Acute 
effect 
local 

Acute 
effects 

systemic 

Chronic 
effects 
local 

Chronic 
effects 

systemic 
Oral Not required - - - 26 mg/kg 

bw/day 
Inhalation - - - 500 

mg/m³ 
- - - 89 mg/m³ 

Dermal - - - 888 
mg/kg 
bw/day 

- - - 319 mg/kg 
bw/day 

 

 PNECs  
SUBSTANCE: Propan-2-ol 
CAS NO. 67-63-0 

Environmental protection target PNEC 
Fresh water 140.9 mg/L 
Freshwater sediments 552 mg/kg sediment dw 
Marine water 140.9 mg/L 
Marine sediments 552 mg/kg sediment dw 
Microorganisms in sewage treatment 2.251 g/L 
Soil (agricultural) 28 mg/kg soil dw 
Air - 
Secondary poisoning 160 mg/kg food 

 

8.2. Exposure controls 
 Appropriate engineering 

measures 
Good general ventilation should be sufficient to control worker exposure to 
airborne contaminants. Personal, workplace atmosphere or biological 
monitoring may be required to determine the effectiveness of the ventilation or 
other control measures and/or the necessity to use respiratory protective 
equipment. 

 Personal protection 
equipment: 

 

 - Eye and face protection: 

 

When handling the spills: Safety glasses with side shields or splash goggles 
(EN 166) 

 - Skin protection:  
   - hand protection 

 

When handling the spills: chemical-resistant gloves (EN 374). 

  - other skin protection When handling the spills: long sleeve protective clothing, plastic apron, rubber 
boots 
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 - Respiratory protection: 

 

In case of insufficient ventilation or when exposure limits are exceeded: half-
face mask (EN 140), full face mask (EN 136); filter type: ABEK2P3, organic 
vapour catridge type Ax (EN 371). For an emergency response: self-contained 
breathing apparatus (EN 137). 

 Environmental exposure 
controls: 

If possible use in closed systems. If leakage can not be prevented, the 
substance needs to be suck off at the emersion point, if possible without 
danger. Observe the exposure limits, clean exhaust air if needed. If recycling 
is not practicable, dispose of in compliance with local regulations. Inform the 
responsible authorities in case of leakage into the atmosphere, or of entry into 
waterways, soil or drains. 

 

9.  SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES 

9.1. Information on basic physical and chemical properties 
 Physical state Aerosol, liquid 
 Appearance: Aerosol packed (placed) in aerosol packaging 
 Colour Colourless or light yellow 
 Odour Characteristic 
 Odour threshold: No data available 
 PH:  7 ± 1 
 Melting point/freezing point: No data available 

 
Initial boiling point and boiling 
range 

No data available 

 Flash point No data available 
 Evaporation rate No data available 
 Flammability (solid, gas) Not applicable 

 
Upper/lower flammability or 
explosive limits 

No data available 

 Vapour pressure No data available 
 Vapour density No data available 
 Density < 870 kg/m³ @20°C 
 Solubility(ies) No data available 

 
Partition coefficient: n-
octanol/water 

No data available 

 Auto-ignition temperature No data available 
 Decomposition temperature No data available 
 Viscosity No data available 
 Explosive properties No data available 
 Oxidizing properties No data available 
9.2. Other information 

 General characteristics of fire 
and explosion hazards 

Product - flammable liquid; propellant - combustible gas 

 Mass fraction of water traces 
 Excessive pressure in aerosol 

packing at 20 °С 
2 - 6 kgf/cm² (0.196 ... 0.588 MPa) 

 Permissible ambient 
temperature during use: 

from 8 ºС to 28 ºС 

 Aerosol valve operation: assured  
 Package content evacuation: > 95% 
 Consumer package strength 

and closure integrity: 
assured  

 

10.  SECTION 10: STABILITY AND REACTIVITY 

10.1. Reactivity 
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  No specific reactivity hazards associated with this product 
10.2. Chemical stability 

  Stable under recommended storage conditions 
10.3. Possibility of hazardous reactions 

  May burst if heated above 50°C. 
10.4. Conditions to avoid 

  Exposure to direct sunlight; exposure to high temperature and excessive heat, 
ignition sources (flames, sparks). 

10.5. Incompatible materials 
  Oxidizers, alkalis, acids, flammable and/or explosive substances. 

10.6. Hazardous decomposition products 
  None under normal use. In the event of fire: see SECTION 5. 

 

11.  SECTION 11: TOXICOLOGICAL INFORMATION 

11.1. Information on toxicological effects  

 
Acute toxicity: Based upon the available data, product does not require any classification under 

the Regulation (EC) No 1272/2008 (CLP). 

Method Species 
Routes of 
exposure 

Effective 
Dose 

Exposure 
time 

Results 

SUBSTANCE: Propan-2-ol 
CAS NO. 67-63-0 
OECD 401 rat Oral LD50 - 5840 mg/kg bw 
OECD 403 rat Inhalation LC50 6 h >10000 ppm 
OECD 402 rabbit Dermal LD50 - 16.4 mL/kg bw 

 

 
Skin corrosion/irritation Based upon the available data, product does not require any classification under 

the Regulation (EC) No 1272/2008 (CLP). 

 
Serious eye damage/eye 
irritation 

Based upon the available data, product does not require any classification under 
the Regulation (EC) No 1272/2008 (CLP). 

 
Respiratory or skin sensitization Based upon the available data, product does not require any classification under 

the Regulation (EC) No 1272/2008 (CLP). 

 
Germ cell mutagenicity Based upon the available data, product does not require any classification under 

the Regulation (EC) No 1272/2008 (CLP). 

 
Carcinogenicity IARC, NTP, OSHA, or ACGIH: Components of this product are not classified as 

probable, possible or confirmed human carcinogen. 

 
Reproductive toxicity Based upon the available data, product does not require any classification under 

the Regulation (EC) No 1272/2008 (CLP). 

 
STOT - SE Single exposure may cause central nervous system (CNS) depression and cause 

drowsiness or dizziness. 

 
STOT - RE Based upon the available data, product does not require any classification under 

the Regulation (EC) No 1272/2008 (CLP). 

 
Aspiration hazard Based upon the available data, product does not require any classification under 

the Regulation (EC) No 1272/2008 (CLP). 
 

12.  SECTION 12: ECOLOGICAL INFORMATION 

12.1. Aquatic toxicity 

 
 Based upon the available data, product does not require any classification under 

the Regulation (EC) No 1272/2008 (CLP). 

Method Species 
Effective 

Dose 
Exposure 

time 
Results 

SUBSTANCE: Propan-2-ol 
CAS NO. 67-63-0 
Acute (short-term) toxicity 
OECD 203 Fish Pimephales promelas LC50 96 h 9640 mg/L 
OECD 202 Crustacea Daphnia magna EC50 24 h > 10000 mg/L 
- Algae/aquatic plants Scenedesmus 

quadricauda 
TT 7 d 1800 mg/L 

DIN 38412-8 Other organisms Pseudomonas putida TT 16 h 1050 mg/L 
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12.2. Persistence and degradability 
 Abiotic degradation No data available 
 Physical- and photo-chemical 

elimination 
No data available 

 Biodegradation No data available 
12.3. Bioaccumulative potential 

 Partition coefficient n-octanol 
/water (log Kow) 

No data available 

 Bioconcentration factor (BCF) No data available 
12.4. Mobility in soil 

 Known or predicted distribution 
to environmental 
compartments 

Air, water bodies, soil 

 Surface tension No data available 
 Adsorption/Desorption No data available 

12.5. Results of PBT (persistence, bioaccumulation and toxicity) and vPvB (very persistent and very 
bioaccumulative) assessment 

  This product does not meet the PBT/vPvB criteria of REACH, annex XIII. 
12.6. Other adverse effects 

  Products can pollute air, water and soil: foreign smell in the air, oil film on water 
surface, oppression of vegetation. Thermal decomposition and combustion 
products are dangerous for atmospheric air. The product packaging can 
mechanically pollute ponds and soils. 

 

13.  SECTION 13: DISPOSAL CONSIDERATIONS 

13.1. Product / Packaging disposal 

 
 Dispose of in accordance with local and national regulations via a licensed waste 

disposal contractor. 
13.2. Contaminated packaging 

 
 Contaminated packaging may contain traces of the product and therefore should 

be disposed of in the same way as product. 
 

14.  SECTION 14: TRANSPORT INFORMATION 

14.1. ADR/RID/ADN 
 UN number 1950 
 Proper shipping name AEROSOLS, flammable 
 Transport hazard class 2 
 Classification code 5F 
 Label 2.1 
 Packaging group - 
 Special provisions 190 327 344 625 
 Excepted quantities E0 
 Limited quantities 1 L 
 Transport category 2 
 Tunnel restriction code D 
 Hazard identification number - 
 Dangerous for the environment No 
14.2. ICAO/IATA  

 UN number 1950 
 Proper shipping name Aerosols, flammable 
 Transport hazard class 2 
 Label 2.1 
 Packaging group - 
 CAO  
   Packing instructions 203 
   Max net quantity 150 kg 
 PCA  
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   Excepted quantities E0 
   Packing instructions Y203 

   Maximum net quantity per 
packing 

30kgG 

   Limited quantities packing 
instructions 

203 

   Limited quantity maximum 
net quantity per packing 

75kg 

 Special provisions A145, A167, A802 

 Dangerous for the 
environment 

No 

14.3. IMDG/IMO  
 UN number 1950 
 Proper shipping name Aerosols, flammable 
 Transport hazard class 2 
 Label 2.1 
 Packaging group - 
 Excepted quantities E0 
 Limited quantities SP277 
 Special provisions 63, 190, 277, 327, 344, 959 
 EmS F-D, S-U 
 Marine pollutant No 

14.4. 
Bulk transportation in accordance with Annex II of MARPOL 73/78 and the International Bulk Chemical Code 
(IBC) 

  Not applicable. The products are transported only in packing 
 

15.  SECTION 15: REGULATORY INFORMATION 

15.1. Safety, health and environmental regulations/legislation specific for the substance or mixture 

 

EU regulations This safety data sheet has been prepared according to Regulation (EC) No 
1907/2006 (REACH). 

COMMISSION REGULATION (EU) 2015/830 of 28 May 2015 amending 
Regulation (EC) No 1907/2006 of the European Parliament and of the Council on 
the Registration, Evaluation, Authorisation and Restriction of Chemicals (REACH), 
as amended. 

The product has been classified and marked in accordance with Regulation (EC) 
No 1272/2008 (CLP). 

REGULATION (EU) 2016/918 OF THE COMMISION of 19 may of 2016 amending, 
for the purposes of its adaptation to technical and scientific progress, Regulation 
(EC) No 1272/2008 of the European Parliament and of the Council on 
classification, labelling and packaging of substances and mixtures. 

COMMISSION REGULATION (EU) 2018/1480 of 4 October 2018 amending, for 
the purposes of its adaptation to technical and scientific progress, Regulation (EC) 
No 1272/2008 of the European Parliament and of the Council on classification, 
labelling and packaging of substances and mixtures and correcting Commission 
Regulation (EU) 2017/776 

COMMISSION REGULATION (EU) 2018/669 of 16 April 2018 amending, for the 
purposes of its adaptation to technical and scientific progress, Regulation (EC) No 
1272/2008 of the European Parliament and of the Council on classification, 
labelling and packaging of substances and mixtures. 

COMMISSION REGULATION (EU) 2019/521 of 27 March 2019 amending, for the 
purposes of its adaptation to technical and scientific progress Regulation (EC) No 
1272/2008 of the European Parliament and of the Council on classification, 
labelling and packaging of substances and mixture 
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Other EU regulations This product does not contain any substances classified as ‘Substances of Very 
High Concern’ (SVHC) by the European Chemical s Agency (ECHA) under article 
57 of REACH. 

15.2. Chemical Safety Assessment 

  A Chemical Safety Assessment has not been carried out.. 
 

 

16 SECTION 16: OTHER INFORMATION 

16.1. Indication of changes 
 Not applicable. 
16.2. Abbreviations and acronyms 

 

ACGIH: American Conference of Governmental Industrial Hygienists 
NIOSH: National Institute for Occupational Safety and Health 
OSHA: Occupational Safety and Health Administration 
IARC: International Agency for Research on Cancer 
vPvB: Very persistent and very bio accumulative 
PBT: Persistent, bioaccumulative and toxic 
PPE: Personal protective equipment 
SCBA: Self-contained breathing apparatus 
DNEL: Derived No Effect Level 
PNEC: Predicted No Effect Concentration 
EС50: Half maximal effective concentration 
LC50: Median lethal concentration 
LD50: Median lethal dose 
STOT SE: Specific target organ toxicity - single exposure 
STOT RE: Specific target organ toxicity - repeated exposure 
ADR/RID: Accord Dangereuses Route/International Carriage of Dangerous Goods by Rail 
IMDG/IMO: International Maritime Dangerous Goods/International Maritime Organisation 
ICAO/IATA: International Civil Aviation Organization/International Air Transport Association 
ADN: International Carriage of Dangerous Goods by Inland Waterways 

16.3. Key literature references and sources for data 

 

ECHA (European Chemicals Agency) 
GESTIS International Limit values Database 
OSHA Occupational Chemical Database 
TS 9392-101-44361940-2011 Desinfecting spray Сonditioner cleaner in aerosol packing. Specifications 
GOST 12.1.007-76 Occupational safety standards system (OSSS). Harmful substances. Classification and general 
safety requirements 
GOST 19433-88 Dangerous goods.  Classification and marking. 
GOST 31340-2013 Labeling of chemicals. General requirements  
GOST 32419-2013 Classification of chemicals. General requirements. 
GOST R 22.9.17-2014 Safety in emergencies.  Pneumatic emergency and rescue tools. General technical 
requirements. 
SanPiN  2.1.7.1322-03 Hygienic Requirements for Placement and Decontamination of Production and 
Consumption Wastes 
GN 2.2.5.2893-11 Maximum allowable levels (MAL) of skin contamination by harmful substances 
GN 2.2.5.1313-03 Maximum allowable concentrations (MAC) of hazardous substances in workplace air\ 
GN 2.1.5.1315-03 Maximum allowable concentrations (MAC) of chemical substances in water bodies for 
potable/nonpotable and recreational water use. 
GN 2.1.6.1338-03 Maximum permissible pollutant concentrations in the ambient atmosphere of populated areas  
R 2.2.2006-05 
Guide on hygienic assessment of factors of working environment and work load. Criteria and classification of 
working conditions 
«Water quality norms for fishery water bodies, including standards for maximum permissible concentrations of 
harmful substances in the water of fishery water bodies» (approved by Order No.552 from 13.12.2016 of the 
Ministry of Agriculture of the Russian Federation). 
«Unified list of goods subject to sanitary-and-epidemiological supervision (control) at the customs border and within 
the customs territory of the customs union», approved by the Decision of the Commission of the Customs Union of 
May 28, 2010   No. 299 

16.4. 
Classification and procedure used to derive the classification for mixtures according to Regulation (EC) 
1272/2008 [CLP] 

Classification according to Regulation (EC) No. 1272/2008 Classification procedure 



 
SAFETY DATA SHEET (SDS) 
 

according to Regulation (EC) No 1907/2006 (REACH), 
Regulation (EC) No 1272/2008 (CLP) 

Air conditioner cleaner  
TS 9392-101-44361940-2011  CNFEA code 3808 
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Aerosols, hazard category 1; H222, H229 
Specific target organ toxicity - single exposure, hazard 
category 3 (narcosis); H336 

Expert judgment 
Calculation method 
 

16.5. Relevant H-statements (number and full text) 

 

H220: Extremely flammable gas 
H225: Highly flammable liquid and vapour 
H226: Flammable liquid and vapour 
H304: May be fatal if swallowed and enters airways 
H315: Causes skin irritation 
H317: May cause an allergic skin reaction 
H319: Causes serious eye irritation 
H335: May cause respiratory irritation. 
H336: May cause drowsiness or dizziness 
H400: Very toxic to aquatic life 
H411: Toxic to aquatic life with long lasting effects 

16.6. Relevant H-statements (number and full text) 

 

Flam. Gas 1: Flammable gases, Hazard Category 1 
Press. Gas: Gases under pressure 
Flam. Liq. 3: Flammable liquids, hazard category 2 
Asp. Tox. 1: Aspiration hazard, hazard category 1 
Skin Irrit. 2: Skin corrosion/irritation, hazard category 2 
Eye Irrit. 2: Serious eye damage/eye irritation, hazard category 2 
Skin Sens. 1: Skin sensitisation, hazard category 1 
STOT SE 3: Specific target organ toxicity - single exposure, hazard category 3 
Aquatic Acute 1: Hazardous to the aquatic environment - acute hazard, category 1 
Aquatic Chronic 2: Hazardous to the aquatic environment - chronic hazard, category 2 

16.7. Training advice 

 
Before using/handling the product one must read carefully present SDS. Consideration should be given to the work 
procedures involved and the potential extent of exposure as they may determine whether a higher level of protection 
is required. 

16.7. Further information 

 
Date of issue: 22 September 2021 
Revision date: – 
Version No. 1.0 

 
This information is based on our current knowledge and is intended to describe the product for the purposes of health, safety and environmental 

requirements only. It should not therefore be construed as guaranteeing any specific property of the product. 


